€ERGON" WOOD

SERIES T.E.
RESIDENTIAL

INSTALLATION INSTRUCTION
DOOR AND DOOR JAMB WITH DOOR POST




"ERGON® WOOD" TE REV.1

I Part list
@ Ref. Qty Description

1 1 Track
2 1 Upper arm
3 1 Hinge-side bracket
4 1 Lock-side bracket
5 1 Track cover
6 1 Upper plate with carriage
7 1 Connecting rod

% o ‘\® 8 1 Lower plate

v 9 1 Lower arm

10 1 Lower bracket
11 2 Spacer
12 5 Screws TSPcr @4x40
13 1 Doorpost
14 1 Upper pivot
15 2 Insert for cover track fixing
16 2 Track cover cap
17 2 Screws TSPcr @3x10 - DIN 7505-A
18 2 Rod rotation brass
19 1 Fixing pin upper arm
20 1 Screws TSPei M5x12 - ISO 10642
21 4 Screws TSPei M4x10
22 8 Screws TSPcr &3,5x22
23 7 Screws TSPcr @3,5x30 - DIN 7505-A
24 3 Fixing clamp
25 3 Screws TSPcr @3,5x6,5 - ISO 7050
26 1 Set for lock Mediana Evolution
27 1 Hexagonal spanner wrench 2,5 mm
28 1 Hexagonal socket wrench 2,5 mm
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OMATION PROHIBITED BY LAW "€ERGON® WOODR" TE REV.1

OF THE CONNECTING ROD
WITH THE LOWER AND UPPER ARM

Fit the upper and lower arms into the rod which is already inside the aluminium
profile and mind the alignment. To insert the bearing brasses N°18, you could use
if necessary a piece of wood as obstruction and a hammer.

ATTENTION!
Tighten firmly the screws (2215)
with a hexaﬁonal spanner 2,5 mm.
Make sure that the arm adheres to
the pin plate fo the connecting rod.

Part list

Ref. Qty |Description

2 Upper arm

7 Connecting rod

9 Lower arm

13 Doorpost

18 Rod rotation brass

AN A

21 Screw TSPei M4x10 - ISO 10642
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